


 P R O D U C T  H I G H L I G H T S   T E C H N I C A L  S P E C I F I C AT I O N S

  Teliris' Telepresence Gateway supports:

  TPG Feature Set 1

  Bandwidth
• Maximum IP Data Rate: 2 Mbps

• Maximum ISDN/V.35 Data Rate: 

2 Mbps Video Standards & Protocols
• H.261

• H.263+ Annexes: F, I, J, L, N, T
• H.263++ Annexes: W

• H.264
• ITU 50/60-fps full screen – 

Pro-Motion Frame Rates • 30 fps 

  Video Formats
• NTSC/PAL
• XGA, SVGA, VGA

  Resolution
• 4SIF (704 x 480), 4CIF (704 x 576)
• SIF (352 x 240), CIF (352 x 288)
• QSIF (176 x 120), QCIF (176 x 144)
• Choice of 4:3 or 16:9 display aspect ratios

  Content Video Output Resolution
• Upto XGA (1024 x 768)

  Audio Standards & Protocols
• Polycom StereoSurround
• 14 kHz bandwidth with Polycom 

Siren 14 (G.722.1 Annex C)
• 7 kHz bandwidth with G.722, G.722.1

• 3.4 kHz bandwidth with 

G.711, G.728, G.729A

  SIP Support (Sessions Initiation Protocol)

  Connection to legacy devices:

  Allows VirtuaLive™ to connect with virtually 

any ISDN- or IP-based videoconferencing 

endpoints such as Polycom and Tandberg.

  Connection to other 

telepresence environments:

  Teliris’ DSM technology understands all 

telepresence technologies (number of 

screens, cameras, maximum participants, 

system capabilities, etc.). This allows 

VirtuaLive™ to maximize overall effect of a 

call with other telepresence rooms. Control 

of the viewed image at each site allows 

Telepresence Gateway to project full-screen 

images of legacy devices on VirtuaLive™ 

displays, avoiding a single- screen 

“Hollywood Squares” grid approach.

  Native connections to 

third-party devices:

  Each device connects to Telepresence 

Gateway in the best way it can versus 

dropping down to lowest common denomin- 

ator.  H.323 devices connect using H.323; 

H.264 devices connect at H.264; HD codecs 

connect at HD. This ensures highest quality 

video image possible between endpoints.

  Video firewall port provided for secure 

interconnection between Teliris-supplied 

network and customer network, allowing all 

devices on customer's network, including 

room endpoints and desktop units, to 

interface with Teliris rooms.

  Teliris incorporates Telepresence Gateway 

as part of the 



  Built-in Gatekeeper 
• Resolution of E.164 numbers 

• Registration of conferences, 

endpoints and gateways 

  Quality of Service 

  Configurable DSCP or TOS/IP precedence 

  Security Features 
• Multiple levels of access rights 

and privileges for users 
• Password-protected conferences 

• Secure non-PC hardware 

and operating system 
• AES encryption, 128 bit key, H.235 
• Video Firewall Option using 

second Ethernet port

  Protocols 

  H.323 v4, SIP, H.235 (AES), H.239 (dual 

video), VNC™, FTP, RTP, RTSP, HTTP, DHCP, 

SNMP, NTP 

  Streaming Video 
• Built-in streaming server viewed 

using Windows Media Player™, 

RealPlayer™, or QuickTime™ 
• Content streaming (H.239 and VNC™)

• Unicast and multicast with UDP, TCP, or 

HTTP support

  MCU Features 
• Dial in or dial out via web server 
• Standalone or using gatekeeper
• Configurable audio and video 

auto attendant 
• Advanced continuous presence as 

standard on all ports with individual 

layout selection per port
• Widescreen (16:9) support 
• Web Conferencing Option

 

 Encryption and Security
• AES software encryption on ISDN, IP 

and Serial/V.35 up to full bandwidth
• Standards-based H.235V3 (IP)

• Standards-based H.233/H.234

  Directory Services Support (LDAP) 

and Live address book 

  Internal Multipoint Features 
• Siren 14 audio
• Mixed protocol dialing connects a

total of six endpoints (IP/ISDN/Serial)

through the internal MCU
• Automatic IP/ISDN down speeding
• Supports People+Content 

from any endpoint 
• Continuous Presence – see all locations

  TPG Feature Set 2

  High Definition Performance 
• 720p 30 fps H.264 5 Mbps 

continuous presence 
• Future options will allow 1080p 

30 fps and 720p 60fps 
• Comprehensive HD audio 
• HD dual video H.239 

  Video Standards 

  H.261, H.263, H.263+, H.263++, H.264 

  Video Resolution 
• From QCIF up to 720p (1280 x 720) 

including interlaced iCIF and iSIF 
• 4:3 and 16:9 aspect ratios 

  Audio Standards 

  G.711, G.722, G.723.1, G.728, G.729, 

MPEG-4 AAC-LC, MPEG-4 AAC-LD, 

Polycom® Siren14™ / G.722.1 Annex C 
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